Winlink Express Setup / Vara HF & P2P

# Winlink Express 1.7.8.0 - KW3KW

KW3KW v | Settings | Message Attachments Movel

B 4 1 >[ Winlink Express Setup...
lo active session...
Systemn Folde Font for lists..,

nbox (0 unread)

Read tems (0) .
Jutbox (0) GP5 / Position Reports...

Senthems (24)
Saved tems (0)
Jeleted kems (30)
Jrafts (0) Preferences...

Font for text...

Set color themes

Winlink Catalog Requests...
GRIE file request...

Personal Fold

Update User Options...
ARMS Emails (0)

Form settings...

Auto session open on startup..

Giobal Foldg ~ Contacts..
Group Addresses...

Add Personal Folder...
Add Global Folder..,
S RE Hybrid Network Parameters
Propagation calculation parameters
View Usage Statistics

View background tasks...

Backup and restore databases...

Exit

Ninlink Express Properties

Settings

G——

Message Motification and Forwarding ?

?
?

===

Call Signs

(Case sensitive)

Password recovery e-mail: |kw3{w@gmail.com |

Remove Callsign

Auxiliary Callsigns and Tactical Addresses

Add Entry
Remove Entry
Edit Entry

My Grid Square: |FMD5FX Lat/Lon to Grid Square

Callsign suffix (optional): l:l (Used for country code) Change password

(Mon-Winlink e-mail address where lost password will be sent when requested)

Request password be sent to recovery e-mail

Winlink Express registration key:

Service Codes

[PuBLIC

(Use PUBLIC for ham call signs. Separate muttiple service codes by spaces.)
If you change service codes, you must update the list of channels.

——

Update Cancel

Contact Information {Optional)

Name: | MJ Jordan

Street address 1:

|

|

: |

: | Wake Forest |

State/Province: | NC |
Country: | USA |

Postal code: | 27587 |

Web Site URL (optional): | |
Phone number: | |
Non-Winlink e-mail: | kew kew @gmx.com |

Additional information (optional):

Extra Class License

Recalculate HF path quality if SFl changes more than: E

Keeplogsfor | 1 |5 weeks. Keep deleted messages for @ days.
Display list of pending incoming messages prior to download

Wam about connections to stations holding messages

Allow diagnostic information to be sent to the Winlink Development Team

[ Automaticaly install field4est (beta) versions of Winlink Express




8 Preferences ? X |

Message Reading Options

Viewing seconds before marking message read: ‘

Automatically move read messages to Read tems folder [

Message review before downloading

[ Display list of pending incoming messages prior to download

Message acknowledgement options

] Default to requesting message receipts

] Automatically send message receipts when requested
[ Automatically send message receipts for all messages
[:] Ignore message receipt requests on incoming messages

Message sending options

B Automatically add contact entry for each destination address
[ Disallow editing or altering messages you send |
B Include your location in message headers

Line wrapping

B Wrap print lines after this many characters: 72

Distance Units

F:: Message Metification and Forwarding ?

Mew Message Notfication Sound

Make sound if message prioity is at least this high: | Prority I
Beep w

Mew message notification sound:

[) Repeat sound until message is read Stop the sound

Automatic Message Motification
B 5end notfication of new message amivals

[ Cnly notify during this time period:

n=.nn

07:00 til |17:00

MNaotify if the message priorty is at least this high: Routine L

Addresses to notify (separate with comma or semicolon)

Automatic Message Forwarding

[ Automatically forward messages to the speciiied addresses
Forward if the message priorty is at least this high:  Priarity e
B Forward wia CMS if Intemet is available, otherwise put in Outbox

Addresses to forward to (separate with comma ar semicolan)

() km O Mies
%% Propagation Parameters M
Propagation Calculation Parameters Use What
Power You
Radiated power (watts): 40| ? Normally Will
Min. takeoff angle (degrees). 15 Use For TX
Multipath delay (ms): 0.1
Multipath tolerance (dB): 0.5
Local noise at 3 MHz (-dBw/Hz): 145
Include MUF &) Delete  Open Session:  \izra HF Winlink ~ Llogs Help
5F| change requiring prop. update: 10
Dundllct D Irce Sender Recipient Subject
SUV | KDSSUY KWIKW (P2P) Test 17/23/2023

Save Cancel




ﬂ Vara HF Winlink Session - KW3KW

Exit Settings  Switch to Peer-toPeer Channel Selection  Map

Forecast

Auto-connect Next chan.

- ] X

Start Stop Abort

| waker Center Freq. (kHz): | 7101500 |  Dial Freq. (kHz): | 7100.000 | Bearing: Quality:

Favorites: AMPW @ 3595.000 [2750] (31) -
Channel Free In: /0 Qut: V0 BPM: 0vD Disconnected

*** Launching VARA TNC

= Successhully connected to VARA TNC.

*** Vara signal bandwidth is 2300 Hz. —
“** Using lcom 7300, COM4, 38400 baud

aam ng
*** This is a registerad version of Vara TNC that can operate at full speed.

F:: Vara HF Winlink Session - KW3KW

Exit | Settings | Switch to Peer-toPeer Channel Selection  Map
D Vara TNC Setup Dial Fre:

Favcrl Radio Setup | 51 = Select Adc
Channe e isconnected

*** Launching YARA THC

*** Successfully connected to VARA TNC.
*** Vara signal bandwidth is 2300 Hz.

*** Using lcom Y300, COM4, 33400 baud

see Head‘_f
*** This is a registered version of Vara TNC that can operate at full speed.

-

lcom 7300 w

use ‘ USE Digital ©

B Wara HF Winlink Settings

Radio Selection
Select Radio Model

lcom Address 94

Radio Control Port

Serial Paort to Use Com4 w Baud 33400 w
PTT Port {Optional)
Serial Portto Use  lcom 7300 o
[ Log radio control commands
Update Cancel

Select  Add to favorites

Bandwidth In Your
Rig Settings Needs
to be WIDE

Antenna Selection

Enable RTS @ Enable DTR (] T7L

Remove from favorites

Default

If Using Direct Rig CAT
Control for Digital - Check
USB Digital Box

IF Using RTS for CAT Control,
Check USB & Rig

Flrig Is NOT Used with
Winlink




£ vara Setup X

Wirtual TNC host address/name:  127.0.0.1

-

Virtual THNC Command Port: 2300 = Data Port: 830
Session Bandwidth: 2750 v

@ Enable 2750 Hz channels
(Requires radio TX fitter set for 100-2900 Hz and RX bandwidth of 3000)

VARA Modem location:  CA\WARA\Wara.exe

B Automatically launch Vara TNC when session is opened
B Show the Vara TNC screen when it’s launched

Update Cancel

5 VARA Setup 127001 X
~ TCP Partz:
Command Data kIS5
| 8300 | 8301 | 8100
— WARA License:
ﬁ VARA HF vad.7.6 KWIKW Callzign: Reqistration Key:
(SEE
Settings  View Leg® Monitor Help ) -
Callzign: Reaistration Kew:
VARA Setup... | |
SoundCard... Callzign: Reagiztration Key:
Waterfall I I
Callzign: Reqistration Kew:
0.6
[}
(=
& 0.4 v Allow WaRA check for updates via internet
v Accept BO0 Hz connections Nice to Use with
0.2 h Short Messages
= [~ Tuner enhancennent .
During Poor Band
- ) B Conditions
¥ KISS Interface }
Retries:

[~ RABoard PTT [~ Syslog |15 =

Close




@ soundCard X

Device Input
|Microphone (USB Audio CODEC) -]

Device Output

Drive level:
= = o
0 0 0 0 0

Press Tune and set the Drive Level for ALC=1/3 —| ! Cllck Tune & Ad]ust Drlve Level Slider

TUNE| (USB-D | 1\ FIL2 % 11:47 REPWR Until ACL is 1/3**

14.067.00

**User Manual

1/3 ALC

Close

TX in Vara HF

W VARA HF w476 KW3KW — X
Settings  View Log® Monitor Help
1.0 1.0
0.8 0.&
0.6 0.6
=
]
0.4 0.4
0.2 0.2
0.0 0.0
DATA
DLE
\2" CPU MACK. | |EREAK, ARC SiN
&FC: -4.1 Hz SAM (2500 Hz): +9.1 dB

CPU Usage: 4 2

‘ S/N Below -15
o el 4B Will Take

Longer to Get
Through

® % Kiad KM <> W2KBF (5] 270bps |2 207 Bytes | 2300 |LISTEN TCP BUSY




RX in Vara HF

W VARA HF w476 KWIKW — ®
Settings onitor  Help

1.0 1.0
Adjust Mic Setting to Have

= Dial Between 1 -2 position 0.8

0.6

06 I
ol
[
a)
0.4 0.4
0.2 0.2
I 0.0

AFC m

R | Disconnected 2300 | LISTEMW TCP BUSY

22 Vara HF Winlink Session - KW3KW = O x

Exit Settings  Switch to Peer-toPeer Channel Selection Map  Forecast  Auto-connect  Nextchan. Start Stop  Abort

W2KEBF Center Freq. (kHz): | 7101.500 Dial Freq. (kHz): | 7100.000 | Bearing: Quality: e

Favorites:  AJMFW @ 3595000 [2730] (30) + Select Addtofavorites  Remove from favorites
Channel Free In: 278/421 Out: 0/0 BPM: 3451 Disconnected

:F‘NZ W IKW
[RMS Express-1.7.8 0-BZFHMS]
;PR: 30538265
. W2KBF DE KW3KW (FMD55X)
FF
PM: KW 3IKW PSFLRLITIFTD 232 VESJXN@winlink ong Test From Jeff
PM: KW3IKW QYRHOUMAYBYS 421 KDSSUV@winlink org Re: Test 7/22/23
FC EM PSFLRLI73IFTD 282 2320
FC EM QYRHOUMAYBYS 616 4210
F= BB
FSYY
*** Receiving PSFLRLJ73IFTD
*** PSFLRLJT3FTD - 240,214 bytes received
*** Bytes: 255, Time: 00:00, bytes/minute: 412253
*** Receiving QYRHOUMAYEYS
“* QYRHOUMAYBYS - 574,398 bytes received
*** Bytes: 448, Time: 00:04, bytes/minute: 5517
FF
FQ
*** — End of session with W2KBF at 2023/07/27 13:31:13 —
** Messages sent: 0. Total bytes sent: 0, Time: 00:45, bytes/minute: 0
** Messages Received: 2. Total bytes received: 703, Total session time: 00:45, bytes/minute: 520
** Disconnected from Winlink: RMS: W2KBF @ 2023/07/27 13:31:21
** Session: 0.9min; Avg Throughput: 311 Bytes/min; 1 Min Peak Throughput: 311 Bytes/min

Shows Total Time to TX & RX
Make Sure to Save Fast
Gateways To Favorites

A4



S Winlink Express 1.7.8.0 - K o Winlink Express 1.7.8.0 - KV

LA (N o . - o
R VGiR 6 2 B 3 B B N
InV Winlink session. .
| In Vara HF nk session.

MNew message im Folders Reply to message l_

S Winlink Express 1.7.8.0 - = Winlink Express 1.7.8.0 - KW3KW

KW3KW et EW3KW - Settings M

M .1 s o oy A, o, it et e
JAE8 B 0 aro Bla o
In Vara HF Winlingsession. In Vara HF Winlink

Reply to all E Forwar®™message
I S}"EtE-‘ﬂ'l Funsore |

“t Winlink Express 1.7.2.0 - KW3KW

WKW + Settings Message Attachments  Move To:  |Saved ltems « | Delete  OpenSessiont | Vara HF Winlink ~

DEHE B F®E T HS > @ Vors b Witk
No active session. Vara FM Winlink

System Folders Date/Time w Message ID ize Source l_r_lfj_ltj_r?_f???_lih_rjk =
Inbox (0 unread) Packet P2P
Read ltems (0} Pactor P2P
Outbox (0} Robust Packet P2P
Sentltems (3) Ardop P2P
Saved tems (0) INTERNET OPTION
Deleted ltems (0) ¥3|f3 FI:;_F::EP

et

Drafts (0) USES GATEWAYS e

Personal Folders Pactor Radio-only

Vara HF Radio-only
VARA HF WINLINK Vara FM Radio-only
Telnet Radio-only

Telnet Post Office

Global Folders

P2P OPTION

NO INTERNET

Contacts




New Messaqge

=& Winlink Express 1.7.8.0 - KW
KW3KW +  Setting
5 b B N

ink session.

|' Mew messag Folders

: 22 Enter a new message = *
I Select Template  Attachments  Spell Check  Savein Drafts  Close

From: KW 3KW i Send as: Winlink Message ~  [_] Request message recsipt Set Defaults
Ta: JEFF_WILSO

| Ce:

Subject:  YouTube Test Email

Attach:

Jeff. i
Testing this email for my screen print instructions | send outto anyone wa ting to know how to use this.

5MJ| Type Message Here & DON'T Request Message Receipt

::5 Winlink Express 1.7.8.0 - KIW3KW

KWIKW ~ Settings Message Attachments Move To: |53ved ltems «| Delete OpenSession:  yarz HF Winlink Logs

Dlage a6 AN THTEoDEX H IS > @

In Vara HF Winlink session.

System Folders Date/Time w Message ID Size Source Sender Recipient Subject
B/ 2023/07/26 2045 PYFLRLI73FTD 237 VEGJXN  VEBJXN Test From Jeff
2023/07/24 23.57 [QYRHOUMAYBYS Re: Test 7/22/23

Inbox (0 unread)
Read ltems (0)
Outbox (1) i

]l =2 Vara HF Winlink Session - KW3KW = O x

Exit Settings  Switch to Peer-toPeer Channel Selection  Map  Forecast  Auto-connect Start Stop Abort

W2KBF Center Freq. (kHz): | 7101.500 Dial Freq. (kHz): | 7100.000 | Bearing: Quality:

=W 2KEBE @ 7101.500 [2750] (50) |' Select  Addtofaverites  Remove from favorites

AJAFW @ 3595.000 [2750] (50) ected
AJAFW @ T7103.600 [2750] (30)
W2KBF @ 7101.500 [2750] (50)

Channel Free

*** Statinn Rea

Choose SAVED Freq - Gateway
That Worked Previously

Must Have Been Saved Earlier

SAVE ALL Gateways That You
Connected To




Selecting A Gateway

55 Wara HF Winlink Session - KW3KW

Exit Settings  Switch to Peer-toPeer | Channel Selection | Map  Forecast  Auto
| W2KEF Center Freq. (kHz): | 7101.500 Dial Freq. (kHz): | 7100.000
Favorites: W2KBF @ 7101.500 [2730] (300 - Select Addtofavorites Ren
Channel Free |n: 070 Cut: 1987198 BPM: 10553 Disconnected
%% HF Channel Selector *
Exit Select Update Via Inte Update Via Radic Map  Forecast SFI  AllIRMS v
. . . Path Path
Callsign i {Id-llz} . Mode Sq?lj;jre Hours | Group DIT:;DE ES‘:;:;ES} Cluality
Estimate
WAIMEZ 7101 200 V2300 FM150. 00-23  |PUBLIC 253 021
MN4HCA 7101 200 V2300 ELE7Tx | 00-23 |PUBLIC 558 204
KF1D 7101.300 V2300 FN4ZFA | D0-23 |PUBLIC 558 040
AHBVF 7101300 V2300 BL11DI 00-23  |PUBLIC 4780 282
KJ7G5K 7101300 V2300 DM33aww  |00-23 | PUBLIC 1501 276
JHTYNW 7101.500 V500 PM35UM  |D0-Z3 | PUBLIC 6914 325
KHEOCD 7101.500 V2300 FUBLIC
KD7UHR 7101 500 V2300 PUBLIC
WM4ARB FPUBLIC

W2KBF 7101.500 V2300 FMZ3IR PUBLIC

55 Wara HF Winlink Session - KW3KW

Exit Settings  Switch to Peer-toPeer Channel Selection Map  Forecast

Auto-connect

W2KBF Center Freq. (kHz): 7101.500 Dial Freq. (kHz): 7100.000 Bearing: Quali

Next chan.

Favorites: |W?_KE>F @ 7101.500 [2750] (50) |*| Select  Addto favorites  Remowve from favorites

Channel Busy In: O/0 Out: 267/267 BPM: 1404 Disconnected




ﬁ Vara HF Winlink Session - KW3KW

O

— X
Exit Settings  Switch to Peer-to-Peer  Channel Selection  Map  Forecast  Auto-conmnect MNextchan. Start Stop Abort '
W2KBF Center Freq. (kHz): | 7101.500 Dial Freq. (kHz): | 7100.000 | Bearing: Quality: G
Favorites: |\'V2|(BF @ 7101.500 [2750] (50) Y| Select  Add to favorites | Remowe from favorites I
Connected In: 0/0 Out: 205/267 BPM: 1643 Connected to W2KBF |
[ =
*** Winlink Vara Connection to W2KBF @ 2023/07/27 14:01:58 USE Dial: 7100.000 A
“** Station Bearing: 032, Range: 311 miles
RMS Trimode 1.3.51.0 Connected to W2KEF RMS, Swedesbaoro, NJ
KW 3KW has 118 daily minutes remaining with W2KBF (FM29IR)
[WLZK-5.0-B2FWIHIMS]
:PQ: 01007834
CMS via W2KBF = .. . .
V- KWK Receiving Direction = Rt to Lt
[RMS Express-1.7.8.0-B2FHMS]
:PR: 02185336 . . .
“\W2KBF DE KW3KW (FM0583) Sending Directions = Lt to Rt
FC EM FZ30VLXBR258 306 267 0
F=9F
FSY
| Sending F230VLXBRA9S.
v
# Winlink Express 1.7.8.0 - KW3KW
KW3KW ~ Settings Message  Attachments  Move To: Delete  OpenSession:  \zrz HE Winlink Logs  Help
D@L &6 AN TPTHGEZE X HI » @
In Vara HF Winlink session.
System Folders Date/Time w Message ID Size Source Sender Recipient Subject

Inbox (0 unread)
Read ltems (0)
Outbox (0)
Sentltems (24)
Saved ltems (0)
Deleted ltems (30)
Drafts (0}

Personal Folders
HRMS Emails (0)

Global Folders

POFLRLI73FTD

2023/07/24 23:57 |QYRHOUMAYBYS

VEBJXN

Test From Jeff
Re: Test 7/22/23

2023/07/23 23:57 [HBEB29KTZLSY

KDS5UV

KW3KW (P2P)

Test 17/23/2023

2023/07/20 15:41 |PZGEIDFVN3YH

W3HCR

KW3KW Test

Contacts

Message ID: PSFLELJ73FID
Date: 2023/07/26 20:45
From: VE&eJXN

To: EW3EW; NETMM;
Source: VE6JXN
Downloaded-from: RMS:W2ZEBF

Location: 53.645833NW, 113.625000W (GRID SQUARE)
Subject: Test From Jeff

EDa50v

Test with the digirig and FTMe00O0

10

H

Received Message




Reply To Messaqge

ﬁ Winlink Express 1.7.8.0 - KW3KW

KW SR + Settings Message  Attachments  Move To: |Sal.red lterms v| Delete  OpenSession: sz HE Winlink Logs

Daee as Ve ZEXEH S > @

In Vara HF Winlink session.

Reply to message § Date/Time w Message ID Size Source Sender Recipient Subject
2023/07/27 13:35  XDO3ITNMRSTK 225 KW3KW  KW3KW VEBJXM Re: Test From Jeff

Inbox (0 unread)
Read ltems (0

Sentltems (24)
Saved ltems (0)
Deleted ltems (30)
Drafts (0)

Personal Folders

# Enter a reply to this message from KW3KW
Select Template  Attachments  Spell Check  Senders  Savein Drafts  Close

v Send as: Winlink Message ~  [J Request message receipt ~ Set Defauits

Ce:
Subject: Re: TestFrol\Jeff
Altach:
Came across perfectiy!l
M Type Message Here THEN
Post to Outbox
%2 Vara HF Winlink Session - KW3KW = O *

Exit Settings  Switch to Peer-toPeer  Channel Selection Map  Forecast  Auto-connect Nextchan. Start Stop  Abort

WZKBF Center Freq. (kHz): Dial Freq. (kHz): | 7100.000 | Bearing: Qua

Favorites: AJFW @ 3395.000 [2730] (30) - sSe Add to favorites  Remove from favorites

Channel Free In: 278/421 Out: 0/0 BPM: 3431 Disconne ted
JFW KW KW
[RMS Express-1.7.8.0-B2FHMS] .
‘PR: 30538265 Channel Selection
. W2KBF DE KW 3KW (FMD5SX) 0
FF Click Start

PM: KW3KW PSFLRLIV3FTD 232 VEBJXN@winlink org Test From Jeff
PM: KW 3KW QYRHOUMAYBYS 421 KD3SUV@winlink org Re: Test 7/22/23
FC EM PSFLRLJ73FTD 282 232 0
FC EM QYRHOUMAYBYS 616 4210
F= BB
FS¥Y
*** Receiving PSFLRLI73FTD
*** PSFLRLJT3FTD - 240/214 bytes received
*** Bytes: 255, Time: 00:00, bytes/minute: 412293
*** Receiving QYRHOUMAYBYS
“* QYRHOUMAYBYS - 574,398 bytes received
*** Bytes: 448, Time: 00:04, bytes/minute; 5517
FF
FQ
*** — End of session with W2KBF at 2023/07/27 13:.31.13 —
*** Messages sent: 0. Total bytes sent: 0, Time: 00:45, bytes/minute: 0
*** Messages Received: 2. Total bytes received: 703, Total session time: 00:45, bytes/minute: 920
*** Disconnected from Winlink RMS: W2KBF @ 2023/07/27 13:31:21
*** Session: 0.9min; Avg Throughput: 317 Bytes/min; 1 Min Peak Throughput: 317 Bytes/min

Time of Transmission When
Completed

11



P2P Settings

Open Session: |Vara HF P2P | L

Telnet Winlink
Packet Winlink
Pactor Winlink
Robust Packet Winlink
Ardop Winlink
WIXN Vara HF Winlink
Vara FM Winlink
SUV Iridiurn GO Winlink
I5UV 11 .
CR "l Packet P2P
Pactor P2P
Robust Packet P2P
Ardop P2P

nder

Eln

W ETRTE

Vara FM P2P

Telnet P2P

Pactor Radio-only
Vara HF Radio-only
Vara FM Radio-only
Telnet Radic-only

Telnet Post Office

B2 Enter a new message = X

Post to Qutbox  Select Template  Attachments  Spell Check  5Savein Drafts  Close

rom:  KW3IKW ~ Send as: | Winlink Message e D Request message receipt Set Defaults

] Winlink Message
CHRIS_BUD: Radio-Only Message

P2P Message Test

message: PJM Interconnection, LLC, has declared a "Level 1" EMERGEMCY for the 13 state eastern United States electrical »

grid.
Type Message Here THEN Post to Outbox
B8 Vara HF Peer-to-Peer Session - KW3KW = O *

Exit Settings Switch to Winlink Session Chanrel Selection  Map  Forecast  Auto-connect Mext chan. Start Stop Abort

enter Freq. (kHz): 110,000 Dial Freq. (kHz): 7108.500 Bearing: I:I Cuak I:I

* Select  Addtofavorites  Remowve from favorites

Favorites:

Channel Free In: 0/0 Out: 00 BPM: 0/00gsannected/Listening

*** Launching YARA THNC

*** Successfully connected to VARA THC.
*** Wara signal bandwidth is 2300 Hz.

*** Using lcom 7300, COM4, 38400 baud
*** Ready

*** This iz a registered version of Vara TNC that can operate at full speed.

Recipient’s Callsign

12




Vara Upgrade License

b VARA Setup  127.0.0.1 X
— TCF Ports:
Command Data KISS
| 8300 | 301 | 8100
~YARA Licenses
- . ) ) Callzign: Registration Key:
== VARA HF v4.6.1 KWW IKWSKW I
Settir'lgs 1l.|r|E'l.l'l.l' LI:I g* Mnnitnr H Callzign: Riegiztration Key:
VARA SE'[UP... Callzign: Reqistration Key:
SoundCard.., | | Enter Code Here
Callzign: Reqgistration Key:
Waterfall ¥ | |

W Allow YARA check for updates via internet

¥ Accept 500 Hz connections

[~ Tumer enhancerment

[~ CwID

v KISS Interface )
Rietries:

I~ R&-Board PTT [~ Syslog |15 -

W VARA HF vd7.6  KW3KW = X
Settings View Leg* Monitor Help

VARA Quick Guide
1.0
WVARA HF Speed Levels
08 Winlink Google Group
VARA Groups.io
@ 0e VARA site
=3 - - - - -
S e Winlnk ste Buying Tactical License
. VarAC site
02 Buy a VARA License
Changelog A"OWS fOI’ Full speed
e About VARA HF...

Works with ALL Vara
AFC SIN Apps

Ak

|@ Rx | Discornected 2780 [LsTEN @ [T0P @ [BUSY ©




